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ELFO HD 

Heavy Duty Hydraulic Homelift 
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General Features 

Normative Machine Directive 2006/42/CE – EN8141 

Certified body IMQ 

Loads 750 Kg – 1000 Kg (1200 Kg without cabin door) 

Cabin width  From 900 up to 1500mm 

Cabin depth (mech. side) From 1400 up to 2500mm 

Power supply 400 V trifase - 50/60 Hz 

Starts per hour 30 

Duty cycle 33% 

Entrances Single – Opposite/Side – Triple 

Speed 0,15 m/s – (0.30 m/s no CE certification) 

Travel (max) 24 m 

N° Stops (max) 8 

N° Services (max) 8 

Minimum travel 0.5 m (0.35m with no display) 

Pit  300mm 

Control panel EP eprom mother board. 

Emergency manoeuvre In case of black-out, the cabin will descent to lower floor and open the doors. 

Drive Hydraulic indirect 2:1 

Sling Cantilever 

 

 

 

 

 

 

 

 

 
(*) = door jambs lateral fixation; (**) = sill and lintel “L” brackets fixation  

 

Headroom (mm) 

Cabin Height 2000 2100 2180 

No-cabin door  2500 2600 2700 

Sliding door 2500 2600 2700 

Distance between floors with door height 2000 (mm) 

Swing door 
Masonry 2150* - 2300** 

Structure 2200 

Sliding door 
Masonry 2400 

Structure 2410 
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Reactions 

 
 
NU: During normal use 

SGI:  Safety gear intervention 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

P:  Reaction under the piston 

N:  Reaction under the guide rails (each) 

F1:  Guide rail bracket transversal reaction 

F2:  Guide rail bracket longitudinal reaction   

 

 

Noise level 

 
Motor type 50Hz = 60dB*(A) 

Motor type 60Hz = 65dB* (A) 

 

(*) = Data by pump unit producer 

 

 

 

NB: The noise level is due by several factor directly depending on the configuration of the installation, such as: 

 

- Type of shaft (structure, masonry etc etc) 
- Distance between machine room and shaft 
- Type of doors installed 
- Presence of the cabinet 
- Combination of hose length and diameter, length of the piston/speed of the homelift/ oil pressure (may cause resonance) 

 
That’s why the noise level is take from a meter of pump unit with no cabinet; In any case a vibe dumper device is always recommended. 

 

 

Hydraulic oil 

 
HYDRAX HVI 46 – Custom duty number (HS) 27101983 

 
In case cold temperature heating device for the tank is suggested 

In case of hot temperature, ask to sales office for a bigger tank or a chilling system  

 

 

 

  
750 kg 1000 kg (1200 kg no cabin door) 

NU (N) SGI (N) NU (N) SGI (N) 

P 18900 30520 25190 40690 

N 770 15430 1030 20570 

F1 3650 6080 4870 8110 

F2 1200 1990 1590 2650 

Load are not simulaneously 
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Machine room 

Masonry 

 

 

 

 

\ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

2 – Pump unit 

3 – Alarm buzzer 

4 – control panel main switch 

 

1- Motherboard case RAL 7035 

(masonry MR) 

7032 RAL painted  

Dimensions: 

D = 900mm 

F = 400mm 

E = 2100 mm 

 

Cabinet 
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Electric diagram 400V - THREEPHASE 

 

 

 

 

 

 

 

 

 

 

 

 

 

Legenda: 

- A Breaker 

- B Power supply board 

 

1 - Differential Magneto-thermic switch three-phase + neutral, 400V - 4 x **A, idn 0.03A  

2 - Differential Magneto-thermic monophase for valve heating device 2 x 10A  

3 -  Differential Magneto-thermic switch three-phase + neutral, 400V - 4 x **A for control panel  

4 - Differential Magneto-thermic switch 2 x 10A for potential shaft lighting, Machine room and socket 2P+T 10A 230V 

5 -  Breaker poles control panel power supply and emergency enabling contact 

6 -  2P+T 10 A - 230V sockets in the shaft ** 

7 -  Shaft lighting switches 

8 - Shaft lighting device (optional) 

 

Power range of the motor (three-phase) Magneto thermic (K curve) Differential 

Up to 2,5 A motor 25 A (K curve) 3 A 

From 2,5 A to 4 A motor 25 A (K curve) 4 A 

From 4 A to 6,5 A motor 25 A (K curve) 8 A 

From 6,5 A to 10 A motor 25 A (K curve) 10 A 

From 10 A to 14 A motor 25 A (K curve) 16 A 

From 17 A to 23 A motor 25 A (K curve) 25 A 
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Sliding doors 

 
up to 900mm   = Fermator 40/10 24v – (230v as optional) 

> 900mm   = Fermator 40/10 230v 

Heavy duty sill available  

Finishes as per EP range 

 

 

Swing doors 

 
- Mono C1 steel door (optional fire rating E120; EI60; EI120) 

 

Single panel   up to 1000mm 

Two panel centre opening   from 1000 up to 1400mm 

Finishes and realization as per EP range 

 

 

- Alluminium single panel up to 1000mm  

 

Finishes and realization as per EP range 

 

 

- Villa full glass door 

 

Finishes and realization as per EP range 

 

 

Cabin 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Finishes for walls, profiles, COP and cielings: 

- Skinplate (EP Chart) 

- Ral (EP Chart) 

- Stainless steel: 

o Brushed 

o Polished 

o Decorated “Quadretto” 

 

Flooring: 

- 20mm lowered tray 

- Linoleum (EP chart) 

- Dotted rubber black 

- Alluminium chequered 

 

 

Handrail: 

- Alluminium painted grey 

- Brushed stainless steel 

- Polished stainless steel 

 



 

     Pag. 7 di 15 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

        Ceiling 

 
Labirint                      Square 

 

 

 

 

 

 
          Regular Line 

 

 

 

 

 

 
  Led        Closed (blank – lighting to be provided by customer)  

 

 

 

 

 

 

 

 

Double hatch cieling 

Double panel wall Control Panel 

Profiles
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E.P. Elevatori Premontati srl 

Tel. +39 050 875091 

www.epelevators.com - info@epelevators.com 

 

 


